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Honeywell 1900 CareFusion IMPRESS Setup

Connect the scanner to the PC
[image: image1.png]Connecting with USB
A scanner or a cordless base can be connected to the USB port of a computer.
1. Connect the appropriate interface cable to the device first, then to the computer.

Corded Xenon Scanner
USB Connection:





Reset the scanner to factory defaults
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This selection erases all your settings and resets the scanner to the
& original factory defaults. It also disables all plugins.

If you aren’t sure what programming options are in your scanner, or you've
changed some options and want to restore the scanner to factory default set-
tings, first scan the Remove Custom Defaults bar code, then scan Activate
Defaults. This resets the scanner to the factory default settings.
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Activate Defaults

Note: Ifusing a cordless system, scanning the Activate Defaults bar code also
causes both the scanner and the base or Access Point to perform a reset
and become unlinked. The scanner must be placed in its base to re-
establish the link before any setup codes are entered. If using an Access
Point, the linking bar code must be scanned. See Cordless System
Operation beginning on page 3-1 for additional information.




Set the Interface
Scan this barcode to set the scanner for a USB PC keyboard interface.  It also adds a <CR> suffix.
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USB Keyboard (PC)




Enable Code 39 full ASCII
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Full ASCII On




Basic Scanner Information

Basic Operation:  The scanner is actuated by the trigger or can be programmed to be hands-free.
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The scanner contains LEDs on the rear of the unit that indicate linking status, decoding state, and battery condition. The base
has LEDs on the top of the unit that indicate its power up, communication, and battery charge condition. The red LED = error;
green LED = success of any type. Scanners and the CCBO1-010BT base have audible indicators as well: 1 razz or error tone =
error; 2 beeps = menu change; 1 beep = all other successes.

The table below lists the indication and cause of the LED indication, beeps, and vibrations for the scanner.

Scanner LED Sequences and Meaning

LED Indication Beeper Indication Vibrate Indication Cause
n
Red Flash None None Batiery low
Green Flash 1 beep None ‘Successful communication or finking
Red, biinking Razz or error tone None Failed communication
Wenu Operation
Green Flash 2 beeps 2 vibrations Successful menu change
Red, biinking Razz or error tone T long vibration Unsuccessful menu change
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